2-way Cassette

4-way Cassette / Round-flow Cassette

Standard Optional
_ Wireless less Wired Centralized
- | | : . . it
5 1 - BRI, - -

E TR

e Accessories

_ AC Motor

Standard Standard (built-in) Standard (built-in) Standard !

® 2 way air direction

Two direction air flow, flexibly install in various rooms or hallway

e Built-in with drainage pump

Built-in with low noise long life drainage pump,Pumping head is
1200mm, flexible for drainage pipe design.

B 7 R v o — Dimension (WxHxD) Body Weight|_Connecting ppe_|
Model name put —paing | By | peding | Parel | Nt [Grss] Ges ] ] ]| Sandare

—wwm-mmmmmmmm

CMVAVASO2ZHRIB | S0Hz| 45 | 153 | 50 17

-| 0.07 | 80D | 470 |36~42 | 1215%365x630 1068x310=517 | 1235xT0x655 | 1206=50=630 3365 3685 (127 D635
CMVVSEQ2HR1-B o0Hz | 56 191 6.3 214
_ L | 1 : 3 | 1 i | | r a | ! mmﬁ
CMVWTIQ2HRIB | 50Hz 71 242 80 | 272
- : - : - 010 | 1120 650 40~46  / |1455x365x630 1308x310x517| 1475x70x655 | 1445%50x630 | 4075 [47/10.0/®15.9 853
CMVAVBOQ2HR1B | 504z 80 | 272 | 90 307

Motes:

1. Power supply: 220-240v/1PH for 5S0Hz;

2. Coaoling test condition: indoor side 27°C DB, 19°C WEB ouldoor side 35°C DB. Heating test condiion: indoor slide 20°C DB, 15°C WEB outdoor side 7°C DB

3. Sound level: measured at a point 1 m in front of the unit at a height of 1.5 m. During actual operation, these values are normally somewhat higher as a result of ambient conditions.
4, The above data may be changed without notice for fubure iImprovement on quality and performance.

GUANGDONG CHIGD HEATING & VENTILATION EQUIPMENT CO. LTD
HTTPMWWW.CHIGD-CAC.COM

- Controller
i—————_ﬂ

e Standard Optional

i

e

Accessories

Plenum box _, Air filter Drain pump _
! Standard Standard (built-in) Standard (built-in) Standard Optional

4 ways air delivering

Air flow is soft and smooth, air can be delivered to every

corner without dead angle, it makes the room temperature _ =
distribution more balance. Vi W

e 360° round panel is optional.

Built-in with drainage pump

Built-in with low noise long life drainage pump,Pumping head is T
1200mm, flexible for drainage pipe design. Suspended celling

MNote: The pumping head of 4-way cassette unit (compact type)} is 700mm.

Slim body, easy to install

Has slim body with 230mm height, it is specially suitable
: : pRRA s \ WIE@

for low suspended ceiling rooms.

DC fan motor is optional

45 /46



Wall Mounted Unit Specification

| " Dimension (W++0)
Controller Modelrame | Po¥er [ Gooin | [pocking[Parel | Nel_ | Gross | Gas | Liqui | Dran_|Sandard
g . ﬂ‘l'l"l

| Body [padd
Pa [ mm | nm | mm |

Standard Optional CMV-V22GHR1-B2 | 50Hz
Y r— ; : = - : 1 22 75 25 | 85 |0033) 540 | 320 | 24~33 983=377=300 | 900x296x216 12 14
Wireless | Wirek Wired | et ©9.53
——— — = B2 | S0Hz | 0 | o5 | a2 | 109 |0033| s40 | 320 | 2433 900%296%216 12 | 14
- CMMVAV2BGHNR1-82 | 60Hz S Bl _
1 CMVV3EGHR1-B2 | 50Hz
ﬂ; -l - CMVAVIEGHD H"'-BE! 60H 35 122 40 | 136 |0.041| 60O W0 | 24~33 OR3x377=x300 | 900x296x216 12 14 0635 oo
=S e Pl o CMVAVASGHR1-B2 | 50Hz | ' i ™ I controller
=& ' Hels 5 CMVAVASGHNRIB2 Bobz | +° | 193 | 50 | 17 0041 600 | 360 | 3340 083x377x300 | 900x296x216 12 | 14 |¢r12.?’
= CMV-VE6GHR1-B2 | 50Hz | | |
CMVAVEEGH IFl"I-EEi T 56 | 191 | 62 | 211 |0.052| 920 | 540 | 3543 1145%392%318 | 1080%304x221 16 18
CMVVTIGHRT-B2 | 50Hz -
1~EE| 7.1 242 | T8 | 266 0052| 920 | 540 | 3543 1145x392=318 | 1080x=304=221 16 18 i¢1 E.QEM.EE
Notes: 1. Power supply: 220~240V/1PH for 50Hz; 208~230V/1PH for 60Hz
: _ C— " — - 2. Cooling test condition: indoor side 27°C DB, 19°C WB outdoor side 35°C DB. Healing test condition: indoor side 20°C DB, 15°C WB outdoor side 7°C DB
T ' - . » 2z 3. Sound level: measured at a point 1 m in front of the unit at a helght of 1.5 m. During aclual operation, these values are normally somewhat higher as a result of ambient conditions.
87# (optional) 107# (optional) 150# (optional) 155# (optional) 156# (optional) 4, The above data may be changed without notice for future improvement on quality and performance.

e Accessories

Plenum box Air filter Drain pump AC Motor DC Motor

/ | Standard Standard (built-in) / Standard | /

® Air supply smoothly
Cross flow fan, In Cooling mode, cold air is blown from horizontal. In heating mode,
warm air is blown from vertical.

® 6 panels can be chosen, suitable for all kinds of
decoration style
Simple, elegant, stylish, mirror design, suitable for all kinds of decoration style.

e Flexible in installation
Refrigerant pipe can be connected from 3 directions.

® Wide adjustable angle air supply
65°Wide angle air supply, louver angle can be fixed or set
to auto-swing by controller.

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD. 55.||F5'6
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Specification

4-way Cassette Unit

Drnensm [W!HED]

CMVAVS6QHRI-C | 50Hz |
- 19.1 914 0054 810 | 470 | 35-39

CMV-VE6QHNR1-C | 60Hz | 5% | P Eﬂ_ | 30 127|635
WWEHHE-G ﬂ! 2% |3a5:| an |z O20IB5XT85 | B33x232X000 55| 5
CMVV S 0.093 1200 700 | 36~39 — it
CMV-VEoQh 'mm = 8 |272 | 88 | 30 24 | 30
CM wmﬂm-c Eﬂl-_lz: 1 I / ' 1030%105%1030 | 950%50x950 |
CMV VI ——1 9 | 307 | 100 | 341 285 35
CMVAVBOQHNRI-C | BOHz T Remote
CMVEVI00QHRI-C | 50Hz 0D B25

=10 | M| 10| TS 285 | 35 conrol
CMV-VI00QHNR1-C| 60Hz . . L 0159/¢d953 "
CMVV112Q0HRI-C | 50Hz | ' '

| 112 2 | 125 | 42 _
CMVAV112QHNR1-C| 60Hz | _35 _ ‘5_ 5 i
CMV-V125QHR1-C | 50Hz | =
125 | 426 | 140 | 477 | 016 1600 940 | 37-41 020x310x985 | B33x286x000 285 | 15

CMV-V125QHNR1-C  60Hz | — | !
CMVAV1400HR1-C | 50Hz |
ot Aol et bl 140 | 477 | 150 | 511 285 | 35
CMV-V140QHNR1-C 60Hz |
CMV-V160QHR1-C | 50Hz | 160 | 545 | 170 58 285 | 35

GWWW‘IH-Q 60Hz I

4-way Cassette Unit (Compact type)

Dimension M!Hxﬂ}

----mm—mmmm

CMVV22Q4HRI-C | s0Hz

— e 29 | 75 | 25 | 85 |0038| 447 | 263 | 22-34 5| 2
OMVVZEQUMRI-C | 50Hz | g | 95 | 32 | 109 |ou38| 447 | 263 |22-34 15| 25 —_——
CMV-V2804HNR1-C. 60Hz - |

2 - — | | 745%375%675 | 653%267%585  T50x95x750 | 650%30%650 ; $6.35 | 0D 925

CMVARBQUHRIC | 50Hz | 36 | 12 | 40 | 136 |0040| 515 | 303 |27-38 175 | 25 e
CMV-V36QUHNRI-C  60Hz | | ' il . | 0127
CMVVASQANRI-C | S0Hz | 45 | 153 | 50 | 17 |0d0 515 | 303 |27-38 15 | 25
CMV-V4SQ4HNR1-C' 60Hz

Round-flow Cassette

Dimension (WxHxD)

méh | CFM | dB(A)

CMV-V56QRMHR1 | 50Hz | 56 | 19.1 | 6.3 | 21.4 |0.09 | 860 | 500 32-39 | | 24 | 30 | @127 @65
CMV-VI1QRHR1 | 50Hz | 7.1 | 242 | 80 | 272 1200 | 700 |35.39 G20x265%985 | 833x232x900 24 | 30
CMV-VBOQRMHR1 | 50Hz | 80 | 272 | 88 | 30 24 | 30
CMV-VB0QRHR1 | 50Hz | 9.0 | 307 | 10 | 34.1 1285 35 Remote
CMV-VI00QR/MHR1| 50Hz | 10 | 341 | 11 | a75 |18 _— j 1030x105x1030 950x50x950 | 285 35 | gysg| gusp | O | conimoler
CMVV112QR/HR1 | 50Hz | 112 | 382 | 125 | 426 Lt S T 1285 35
CMV-V125QRIHR1 | 50Hz | 125 | 426 | 14 | 477 | 1285 35
CMV-V140QRMHR1 | 50Hz | 14 | 477 | 15 | 511 | 285 35

! ; 38..47 ] a2 |
CMV-VA60QRIHRY | 50Hz | 16 | 545 | 17 | 58 | -2 | 1800]1030 285 35

Notes:1. Power supply: 220~240V/1PH/S0Hz,
2. Cooling test condition: indoor side 2/°C DB, 19°C WB outdoor side 35°C DB. Heating test condition: indoor side 20°C DB, 15°C WB outdoor side 7°C DB;
3. Sound level: measured at a point 1 m in front of the unit at a height of 1.5 m. During actual operation, these values are normally somewhat higher as a result of ambient conditions;
4. The above data may be changed without notice for future improvement on quality and performance

GUANGDONG CHIGO HEATING & VENTILATION EQUIFMENT COQ.LTD,
HTTR:/MWWW.CHIGO-CAC.COM

Floor standing unit

————— - Controller

Standard Optional

e ]

u
|

e Accessories

Plenum box A fiter _

Standard | Standard (I::mlt-ln} | _ Standard | Optional

¢ Anti-dust design

When unit is off, the louvers will close automatically .

¢ 3 dimensional air supply

Two step motor are built in, the air can
be easily delivered to every corner.

=

|

—

Floor Standing Unit

R

Capacity Motor Sound | | Gonnecting —
| & ! Air flow = - R tand
l:- Lm HE"‘iﬂ"lﬂ .5 Im | - LEI"."E‘ EE-.H}- dmtun” N eyl AL ¥ k" e I. fenfflbl . i {E::'.':Iﬂl]"l:ﬁ'g
KW | kBiuh| kW | kBiuh| KW q |

CMV-V100F/HR1 50Hz, 10 341 | 11 (374
CMV-V112F/HR1 EDHE 11 2 38 “IE 4 42 2
Remote
CMV-V125F/HR1 EDHE 12. 5 42.5 '13 '!:'l 4?’ 3 0.2 1620 53 [ | 613%1929x379 | 745x2080x510 | 56 725 ©15.9 ¢a.53 ®25 | controller
CMV-V140F/HR1 EDHz 14 476 '15.5 52.?
CMV-V160F/HR1 EEIHz 16 54 4 '1?.3 60.5
Notes:1, Power supply: 220~240V/1PH/S0Hz;
2. Cooling test condition: indoor side 27"C DB, 19°C WE outdoor side 35°C DB. Heating test condition: indoor side 20°C DB, 15°C WB outdoor side 7°C DB;
3. Sound level: measured at a point 1 m in front of the unit al a height of 1.5 m. During actual operation, these values are normally somewhat higher as a result of ambient conditions;
4. The above data may be changed withoul notice for fulure iImprovement on quality and performance.
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Short Ceiling Concealed Ducted Unit

y o ol u

e Slim body, easy to install //////////////////////////////////4///
Has slim body with 210mm height, it is specially Z/
suitable for low suspended ceiling rooms. - /// £|E
< 1=
< 7 RR
aroutet || A
Z

Air inlet

Capacity | Motor Air flow [S0undlcep Dimension (WxHxD) Body Weight | Connecting pipe
r flow : :
Cooling | Heating |Input Level Packing Body Packing| Panel| Net |Gross | Gas |Liquid| Drain

W [iBun| kW [kBuh| kW [myn[CFM|dB(A)[Pa|  mm mm mm | mm | kg | kg | mm | mm | mm

Standard
controller

Power
type |

Model name

e Accessories

CMVAV2ZTAHRIC | 50Hz

Plenum box | Air filter | Drain pump | AC Motor | DC Motor 22| 75 | 25| 85 16 | 185
. . : CMV-V2ZZTAHNRI-C | 60Hz
Standard Optional Standard (built-in) Optional Standard Optional 005 | 450 | 260 | 24~29 $9.53

CMV-VZ2E8TAHRI-C | 50Hz
CMVV28TAHNR1-C | 60Hz

281 9532|108 16 | 185

. i : o 910x240x510 | 814x210x467 At
e Drain pump is optional 36 (122 4 136 007 | 550 | 324 |25~32 165 | 19 Wired

® i . : ; 30 O Y OD 025
Short body, easy to install Pusived heat! s 750t e ) R il
Has short body , minimum 700mm width , it is specially CMVAVASTAHRIC | 50Hz
suitable for installation location in entrance ceiling of = 45153 5 | 17 | 008 | 620 | 360 32~37 165 | 19 |®9127
hotel room. Low noise and light Weight. e DC fan motor is Dptinnal sk b

CMV-VSETAHRI-C | 50Hz

56| 191|63 | 214 | 009 |800 | 520 |28~38 x240x %910 21 | 24
e 1110x240x510 |1010%210x467
CMVVTITAHRIC | 50Hz

71 |242| 8 |272| 041 [1000| 640 |30~39|  |1310x240x510(1214x210x467 255 | 285 (0159|0953

CMVAVTITAHNRT-C | 60Hz

&

' 4

e Big air flow low noise centrifugal fan wheel | ,f-;gai'n!f;-,,& |
— ',

Big air flow low noise centrifugal fan blade with special air tunnel | =
system, and the unique shock absorption measures, making this
series ducted units’ running noise is as low as 24 dB(A), let users N

to enjoy the comfort, sleep without any disturbance.

MNotes:1. Power supply: 220~-240V/1PH for 50Hz; 208~230V/1PH for 60Hz.
2. Cooling test condition: indoor side 27°C DB, 19°C WB outdoor side 35°C DB. Heating test condition: indoor side 20°C DB, 15°C WB
outdoor side 7°C DB.
- / 3. Sound level: measured at a point 1 m in front of the unit at a height of 1.5 m. During actual operation, these values are normally
® Special resin material fan  ® All vanes are dislocation distribution to ; . s
wheel. offset sound wave, so that the noise can somewhat higher as a result of ambient conditions.

% Hﬂ'.r

L

_".
NS
e E r e ]
k =
S
o

ﬂj ¥ AN
SRS

be reduced.
. ! 4. The above data may be changed without notice for future improvement on quality and performance.
dB{A) 30{15{#.]- Fi .
! . b o |
' ' | @ Al il i |‘Iu,~‘«\J
j_:_h j_:_} H "-._L‘xli I.- ‘,.- :
. Y 4

‘ ,_' ] [ \ * High efficiency low noise motor, ® Air inlet of fan wheel casing is arch
L 4 motor and su

. J nd s _ frame with curved design; it can reduce air
Rustled leaves Silent reading room Pt v e ety S fow s (T US IS, Tk 1 Tiow
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Medium Static Pressure Ducted Unit

e Whole unit low noise design, silent operation

Using multiple noise reduction technology, including the design of high efficiency low noise motor, aviation fan
wheel, low vibration wheel casing, unique design, the inner wall configuration with high quality insulation materials,
and so on, to make the units running in a low noise condition.

1 High efficiency low
noise motor, motor and
= support frame with
rubber ring isolation,
can absorb vibration

Controller

Standard Optional

Wired Wired and reduce noise.
— ' . . TETHY Wheel casing
- - ngt}aﬂlw " | | streamline design,
A B l-n-.r- -l Ir:l:::'leriﬂls ."j.'I"_ :: ""I:"'.- raduce the airflow
5 @ | Eﬂ'ﬂsl::tival';r , ———— = disturbance to
: radudiea "(———7" ' lower the noise.
Aviation fan wheel, daslgnm:l by noise
the industry’s top damgn software. diffusion

e Two air return installation methods
Air return from rear or bottom is easy to change on site, convenient for installation.

— Air inlet frame
Filter

- Alr outle Air outl
e Accessories . p g
o 1 (i
Plenumbox | Air filter Drain pump AC Motor _ DC Motor . .. £ £ Y Filter = 3
Standard Standard Standard (built-in) Optional Standard Optional Air inlet I Air inlet

Air inlet from rear Air inlet from bottom

e Standard ESP is 70Pa, 30Pa can be customized. e DC fan motor is optional

Air outl Air nuﬂ?/ /;——-\
€l ! | : @l |« ﬁ—_ﬁ'\]//x

f

Specification

Air inlet Air inlet
70Pa ESP, suitable for long distance air supply 30Pa (can be set on site), suitable for low
noise requirement rooms r _ .H L Bia | Corcituli S|
ower|  Coding | Healing | inpuy —m--- PO k] Diske] > 2
m-wm-m““mmm- IR ot} o
n - . . . . CMU-VTITBHRIB | S0Hz
e (Convenient in drainage pipe installation CAPITRHS | o0 |
. . . . . . o e EEH: T 1 f - 030 | 1220 | 710 | 36~41 1255x325x720 | 1209x=260=680 —_——
Reserved drainage pipe outlet holes on left side and right side, installer can choose the outlet holes on site as per Ciiihm ol sl 80 | 272 | 90 | 307 3 | 7
actual conditions, flexible for drainage pipe installation. Lt A -:: i i — —1— - Lt (ot
Silaiho Ll | 90 | %7 | 100 | 341 1850 | 1080 | 36-43 % | 50
CMVVIOTBHNRI-E bt 10 ;|0 1 o159 ¢953/oDges ired
CARENIODNTRIFG B | 100/ M1 M0 | 375 46 | 80
CMVNVIOOTBINNRT-S | e 034 1490x325x720 | 1445260680
CMVNTATEHRIE 120 | 408 | 130 | 443 46 | 50
CMV-VI20TBHNR1-B | 60Hz | _ a0 | 4190 |
CMEVISITRARIB | 5 | o0 | 511 | 170 | 58 46 | 50
ﬂlul"u"-‘lﬂEﬂTBu']*lhﬂiLEi 60Hz

Notes: 1. Power supply: 220~240V/1PH for 50Hz; 208~230V/1PH for 60Hz

2. Cooling test condition: indoor side 27°C DB, 19°C WB outdoor side 35°C DB. Heating test condition: indoor side 20°C DB, 15°C WE outdoor side 7°C DB
- : - 3. Sound level: measured at a point 1 m in front of the unit at a height of 1.5 m. During actual operation, these values are normally somewhat higher as a result of ambient conditions.
Left drai nage hole ng ht dral nage hole 4. The above data may be changed without notice for future improvement on guality and performance,

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD. 5 -1 .|'r52
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High Static Pressure Ducted Unit * High static pressure

Big air flow with high static pressure, easy for large rooms duct design.
Suitable for different shape of rooms.

High static pressure ducted unit

Il e

Oblong shape room

Standard
“wied |

Eapend

Large room

m L shape room
g SN

Long distance multi-point air supply S — ]

e Accessories

Plenum box Air filter | | Drain pump AC Motor DC Motor
Standard Standard Standard (built-in) Optional Standard /
Artow | Sound
Modelname | Fover __ iy ' Packing --m--m
B T A I 0 0 0 I
CVNAVTATHHR -8
X i i CNNVVTITHHNR1-B a:Hz' D el (e 2ritl [
. o e H:-1-3 m-h | n | u '
Slim body, saving suspended ceiling spaces ©n - ETTH e e e ey (R P S DI R PR S =]
Slim body, saving suspended ceiling spaces. W’“”" lma e | :
""""" | 80 307 | 100 | 344 46 =20
M?—H-ihﬁ:-: mm; . ®15.9 99,53
WE"“' 'mm”"'” 5 e | 100 | 31 | 110 | 75 a7 | 5
CMMAVA20THHR1B | 50Hz | Wired
Blooi | 120 | 409 | 130 | 443 | 045 | 2300 | 1360 | 44-52| 150 | 1245%445%658 | M90S | /| [ | 47 | B | OD P25 contraller
CMMVAS0THHR1B | 50Hz | |
8| 60Hz | %0 | 519 | 1770 | B8O 47 51
CMVAV200THHR1-E | 50Hz |
A 12 | 4000 | 2350 | 45-53
Wﬁmmm .EEU.?E.D 2 .1U2 13
CVAVZ50THHR | |
*‘E_B i 250 | 853 | 275 | 938 | 12 | 4200 | 2470 | 45-54 1510x580%870 | 1465448811 102 | 13 9222 $12.7 0D 930
CNVAVZ50THHNR
e C b d with - diff CMVA2B0THHR1S | S0Hz | 5 | g55 | 308 | 1060 | 12 | 4400 | 2560 | 4555 102 | 13
an be used with various dirfusers CMVAVZBOTHHNRI-B| 60Hz | | _
CNNVASOTHHZR1-B | 50Hz |
. . . . . : 450 | 1535 | 500 | 1706 | 16 | 6000 | 3520 | €0 22 | 260
Used with various diffusers, meet for different kinds of decoration. CMV-V450THHXR1-8| 60Hz | : 20 | 2eereasneioen | 2eseemaaie | L eoealaisolonses
EW::: M2 | 560 | 1910 | 630 | 2149 | 25 | 8000 | 4700 | 64 222 | 260
CMVVEE0THHXR 60Hz

MNotes: 1. 45kW & 56kW units' power supply are 380-415V/3PH for 50Hz and 208~230V/3PH for 60Hz, the others’ power supply is 220~240V/1PH for 50Hz and 208~230V/1PH for 60Hz
2. Cooling test condition: indoor side 27°C DB, 19°C WB outdoor side 35°C DB. Heating test condition: indoor side 20°C DB, 15°C WB outdoor side 7°C DB
3. Sound level: measured at a point 1 m in front of the unit at a height of 1.5 m. During actual operation, these values are normally somewhat higher as a result of ambient conditions.
4. The above data may be changed without notice for future improvement on guality and performance.

Round diffuser Spiral diffuser Square diffuser Linear diffuser Rectangular diffuser

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD. 53;54
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Wall Mounted Unit Specification

| " Dimension (W++0)
Controller Modelrame | Po¥er [ Gooin | [pocking[Parel | Nel_ | Gross | Gas | Liqui | Dran_|Sandard
g . ﬂ‘l'l"l

| Body [padd
Pa [ mm | nm | mm |

Standard Optional CMV-V22GHR1-B2 | 50Hz
Y r— ; : = - : 1 22 75 25 | 85 |0033) 540 | 320 | 24~33 983=377=300 | 900x296x216 12 14
Wireless | Wirek Wired | et ©9.53
——— — = B2 | S0Hz | 0 | o5 | a2 | 109 |0033| s40 | 320 | 2433 900%296%216 12 | 14
- CMMVAV2BGHNR1-82 | 60Hz S Bl _
1 CMVV3EGHR1-B2 | 50Hz
ﬂ; -l - CMVAVIEGHD H"'-BE! 60H 35 122 40 | 136 |0.041| 60O W0 | 24~33 OR3x377=x300 | 900x296x216 12 14 0635 oo
=S e Pl o CMVAVASGHR1-B2 | 50Hz | ' i ™ I controller
=& ' Hels 5 CMVAVASGHNRIB2 Bobz | +° | 193 | 50 | 17 0041 600 | 360 | 3340 083x377x300 | 900x296x216 12 | 14 |¢r12.?’
= CMV-VE6GHR1-B2 | 50Hz | | |
CMVAVEEGH IFl"I-EEi T 56 | 191 | 62 | 211 |0.052| 920 | 540 | 3543 1145%392%318 | 1080%304x221 16 18
CMVVTIGHRT-B2 | 50Hz -
1~EE| 7.1 242 | T8 | 266 0052| 920 | 540 | 3543 1145x392=318 | 1080x=304=221 16 18 i¢1 E.QEM.EE
Notes: 1. Power supply: 220~240V/1PH for 50Hz; 208~230V/1PH for 60Hz
: _ C— " — - 2. Cooling test condition: indoor side 27°C DB, 19°C WB outdoor side 35°C DB. Healing test condition: indoor side 20°C DB, 15°C WB outdoor side 7°C DB
T ' - . » 2z 3. Sound level: measured at a point 1 m in front of the unit at a helght of 1.5 m. During aclual operation, these values are normally somewhat higher as a result of ambient conditions.
87# (optional) 107# (optional) 150# (optional) 155# (optional) 156# (optional) 4, The above data may be changed without notice for future improvement on quality and performance.

e Accessories

Plenum box Air filter Drain pump AC Motor DC Motor

/ | Standard Standard (built-in) / Standard | /

® Air supply smoothly
Cross flow fan, In Cooling mode, cold air is blown from horizontal. In heating mode,
warm air is blown from vertical.

® 6 panels can be chosen, suitable for all kinds of
decoration style
Simple, elegant, stylish, mirror design, suitable for all kinds of decoration style.

e Flexible in installation
Refrigerant pipe can be connected from 3 directions.

® Wide adjustable angle air supply
65°Wide angle air supply, louver angle can be fixed or set
to auto-swing by controller.

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD. 55.||F5'6
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Floor Ceiling

e Easy for installation

|_|' Air inlet grille
Controller ‘4> 2 I/
Refrigerant pipe can be connected Electrical control box is long term filter can be remove Water washable

from 3 directions. the rear of fan wheel casing, from air inlet grille to clean

easy to remove, convenient
for maintenance.

Specification

Capacity Motor A ow Sound Fao Dimension (WxHxD) Body Weight Mﬁgew
Model name Power | Cooling Heating nput Level Pa | Net |Gross | Gas | Liquid| Drain

kBuh | KW | m*h [CFM [dB(A) | Pa | mm | . mom | mm [mm | ky | kg | mm | mm |

cwvivevVasLDMHR 1B S0Hz
SOVIEDENRTE (e | 45 | 183 | 80 [ 37-46 % | 42
CMVVSELDHR1-B | 50Hz 006 | 950 | 580 |— ®127 | ©6.35 OD 20
A n CMVAVSELOMNRI-B | 60Hz 56 181 63 | 214 3746 36 42
CMVATILDHR! 1325x770%330 | 1245x680%240
CMVAVTILDHNRIB | 60Hz | | | 42 | 80| 272 e e 39-48 » | 4
Plenum box Air filter Drain pump AC Motor Al 'f.ﬁ ﬁ 80 | 272 | 88 | 30 39-48 % | 42 s
CMVEVBOLDHNR
: | I Pt - controller
CMVVIOLDHRIE | 50Hz
/ | Standard Standard (built-in) Optional Standard / ° 1502 90 | 37 | 100 341 |0375| 1500 | 880 | 4450 B | a4
.G..I."..I._"ﬁ_".g..\u'l:.ﬁ.m 'ﬂl I..'H. ,I'. ®159 953 OD ¢25
VNSRRI | T | o | 82 | 125 | 426 45~52 51 | 58
CMVAVA12LDHNR1B | 60Hz
CMVAVI40LDHRI-B | 50Hz Gath-| B0 )
VORI S | 60k 140 | 477 15 | 511 45~52 1750=770=330 | 1670x680%240 51 58
e Suspended installation, saves valuable floor space sl b
: CMVAVIBOLDINRTS o0 | 10 | 45 | 17| 88 | 026 | 2300 | 1350 | 4552 51 | 58

* The use of ark effect: need to take up valuable floor position.
Notes: 1. Power supply: 220-240V/1PH for 50Hz; 208-230V/1PH for 60Hz
2. Cooling test condition: indoor side 27°C DB, 19°C WB outdoor side 35°C DB. Heating test condition: indoor side 20°C DB, 15°C WB outdoor side 7°C DB
3. Sound level: measured at a point 1 m in front of the unit at a height of 1.5 m. During actual operation, these values are normally somewhat higher as a result of ambient conditions.
4. The above data may be changed withoul nolice for fulure improvement on quality and performance.

* The use of a hanging type indoor machine effect:Due to the
adoption of a suspended installation, without occupying the ground
position, will be valuable floor space to save up to add a set of
dining table.

® Wide angle air supply

| |
LCUII:' air horizontal blown l L S

Warm air vertica

s Configured with low noise high performance # 3 dimensional air supply, wide air supply #in Cooling mode, cold air is blown from
centrifugal fans, has big air flow and long distance angle, easily supply to every cormers. horizontal. In heating mode, warm air is blown
air supply. from vertical.
GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD. 5?;58
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PROJECTS

@ Chigo AHU connection kit is an interface to allow 3rd
party manufacturer's AHU connecting to Chigo VRF
outdoor units.

® 4 basic modules: SHP/10HP/20HP/30HP

@ Can be combined into bigger capacity.

.

)=

)

FilERnWORLD |

RUSSIA 2018

CMV outdoor unit

® DX type AHU
AHU kit ® Other supplier’s indoor units

L

e |

)

FlEA WORLD L%

RUSSIA 2018

- Nizhny Novgorod Stadium, Important venue of the 2018 Russian World Cup, total VRF capacity 1600KW.
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Fresh Air Processor

Controller

Standard Optional

e Accessories

Plenumbox |  Airfilter | Drainpump |  ACMotor |  DCMotor
Standard _ Optional Standard (built-in) ‘ Optional Standard _ /

e Healthy and comfortable
Fresh air is imported, provides a healthy and comfortable living environment.

e 100% Fresh air processing unit

Both fresh air filtration and heating/cooling can be achieved in a single system.
Indoor units and fresh air processing unit can be connected to the same refrigerant system, increase
design flexibility and greatly reduce total system costs.

e High external static pressure

External static pressure can be up to 300Pa for more flexible duct applications. The maximum distance
of air supply is about 20m and the maximum height of air supply is about 6.5m.

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO_LTD.
HTTP:/MWWW.CHIGO-CAC.COM

e Innovative air supply technology for excellent room temperature control
Fresh air unit can be connected with other type indoor units(only for 14/22.4/28kw fresh air unit).
Layout Example:

Outdoor Units

Sl
L
I_

u_ u |
_'.' @ / ﬂ Indoor Unit ‘ Indoor Unit —l_>

h I § L [ | L ]

Motes: 1. When VRF system connect fresh air indoor unit and other type indoor units together, the capacity combination ratio between indoor unit and outdoor unit should within 100%.
2. Fresh air unit capacity can't bigger than 30% of total indoor units capacity.

Outdoor Air processing unit

Aurflow SP R ) | BodyWeight | Comnecingppe |
Modelname | FoWe" __ i Lovl | E | Pading |  Body |packng|Panci| Net |Gross | Gas | Liquid | Drain |Standerd
YP° [~ | ke | kW | kBuh | -“—mm-m

CMVAVI4O0TFHRIB | 50Hz

AV _ | a7 | 51 |o159 0953

AI4OTEHNRIB| 6o | 140 | 477 | 90 | 207 | 045 | 1400 | B0 | 4248| 220 | 1ASMASHESS 1190x370%620 | i
CMVV22ATFRRIB | SRz | )4 | 764 | 160 | 545 | 12 | 2000 | 1170 | 45-52 220 | 1510x580x870 | 1465xadsxstt 100 | 111 QD@25
OMV-V224TFHNR1B| 60Hz | _ , ©222 | 9127
CMVVZBOTFHRIB | S0Hz | 150 | g5 | 200 | 682 | 12 | 2000 | 1640 |45-52| 220 | 1510w580%B70 | 1desxadsxstt | | | / | 100 | 111 controlkr
CMVV2B0TFHNR1 8| 60Hz |~ | ' ' | ; | |
CMV-VASOTFHZR1-B | 50Hz ' | |

e | 450 | 1535 | 314 | 1071 | 16 | 4000 | 3520 | 58 | 300 | 2267xB40x1050 | 2165%676%316 22 | 260

CMVAVASOTFHXR1-B| 60Hz | | | | | | ®28.6 $15.9 0D ®32
CMV-V560TFHZR1-B | 50Hz
AAREVSOUIFERTS | 2 | 560 | 1910 | 390 | 1330 | 25 | 6000 | 4700 | 62 | 300 | 2267x840x1050 | 2165+676x916 222 | 260
CMV-VSBOTFHXR1B| 60Hz | | . aeeF ) —

Notes: 1. 45kW & 56kW units’ power supply are 380~415V/3PH for 50Hz and 208~230V/3PH for 60Hz, the others® power supply is 220~240V/1PH for 50Hz and 208~230V/1PH for 60Hz
2. Cooling test condition: Indoor and outdoor side 33°C DB, 28°C WB. Heating test condition: Indoor and outdoor side 0°C DB, -2.9°C WB
3. Sound level: measured at a point 1 m in front of the unit al a height of 1.5 m. During aclual operation, these values are normally somewhatl higher as a resull of ambient conditions.
4. The above data may be changed without notice for future improvement on quality and performance.
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Suspended type 5peciﬁcatinn

A|r flow Puwar in nut Temperature exhanging Enth:allp'_q..r exhanging Moise Body dimension Weight
Model Power supply efficiency (%) Efﬁl:IEI'IC'].I’ (%) (WixDxH)
. dB(A) mm Kg
‘)| Cooling | Heating | Cooling | Heating |
25

Heat Recovery Ventilator

QR-X02D 60.0 65.0 50.0 55.0 666x580x264

QRX03D | 300 | 75 130 600 | 650 | 500 | 550 | 33 | 744xso9x270 | 27

QR-X04D 400 80 200 60.0 65.0 50.0 55.0 35 T44x804x%270 30

QR-X05D | 500 - 80 220 | 220V/1PH/S0Hz 60.0 - 65.0 - 50.0 - 55.0 | 38 | 824x904x270 ! 41

QR-X06D | 600 90 242 600 | 650 50.0 550 | 40 | soaxgo4x270 | 42

QR-X08D 800 100 410 60.0 65.0 50.0 55.0 42 1116x884x388 68

QR-X10D | 1000 - 150 510 60.0 l 65.0 - 50.0 - 55.0 | 43 | 1116x1134=x388 ! 82

QRX13D | 1300 150 530 | 600 | 650 50.0 550 | 45 | 1116x1134x388 | 82

QR-X15DS | 1500 | 160 1000 600 | 650 | 500 | 550 | 51 |1600x1200x540 200

QR-X20DS | 2000 170 1200 60.0 65.0 50.0 55.0 53 1650x1400%540 225

QR-X25D5 | 2500 - 180 2000 60.0 - 65.0 - 50.0 - 55.0 | 55 | 1430%1610%600 ! 240

QR-X30DS | 3000 200 2100 600 | 650 | 500 | 50 | 57 j1ﬁﬂﬂx1?{]ﬂxﬁ4{] 270

QR-X40DS | 4000 | 220 2400 | oo mprysoHe 00 | 650 | 500 | 550 | 60 |1330x1725x1050 265

QR-X50DS | 5000 240 3000 60.0 65.0 50.0 55.0 61 1660x1820x1050 280

QR-X70WS | 7000 - 310 4200 60.0 - 65.0 | 50.0 - 55.0 | 73 -Eﬂﬁﬂx1ﬁﬁﬂu11ﬁﬂ- 360

c QR-X80WS | 8000 320 6000 60.0 65.0 50.0 55.0 74 |2060x1660x1168 382

® How it works QR-X90WS | 9000 | 340 7500 600 | 650 | 500 | 550 | 77  |2310x1900x1200, 500
When air flow formed by exhaust air and outdoor air through the heat exchanged core in QR-X100WS | 10000 | 400 8000 600 | 650 | 500 | 550 | 78 -231{::::19&0::1200- 534

cross way, because of temperature difference in the two sides of flat partition board, the

hEEt tranﬁmiﬁﬁiﬂn i$ occu rrE‘d. Notes:1. Cooling test condition: indoor side 27°C DB, 19.5°C WB ; outdoor fresh air 35°C DB, 28"C,;

2. Heating test condition: indoor side 21°C DB, 13°C WB outdoor fresh air 5°C DB, 2°C;
3. The above data may be changed without notice for future improvement on quality and perfformance.

In summer, outdoor air acquire cooling from air exhaust to decrease environment
temperature; In winter, outdoor air acquire heating from air exhaust to increase
temperature, that is to say, it realizing the energy recovery during air exhaust process to
exchange the heating in heat exchanged core to outdoor air.

Application for : business office buildings, hotels, restaurants, meeting rooms, exhibition
centres, leisure centres, workshop and other places.
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CONTROLLERS
AND SOFTWARE

Yool

Wireless Remote Controllers

Wireless remote controllers

® |ndoor unit address inquiry
® |ndoor unit address setting
® Temperature setting

® Operation mode setting

® Fan speed setting

® Timer function

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD.
HTTP:WWW.CHIGO-CAC.COM

YKQ-JA-O7

YKQ-NT-03A

ZH/TY-01

Wired Controllers

® Bidirectional communication. Indoor unit's operating
parameters (error code, temperature, address) can be
inquired and displayed on the controller.

® Compact design i JCIER .

® Timer function

Touch Screen Wired Controller

® Air filter cleaning reminding function.

® Touch screen with black background and white light

@ Ultra thin body and stylish design meet high-end environments.
@ On/off, temperature setting, fan speed setting, mode setting,

timer and check function.

Simple Centralized Controller

e Easy to install. Controller connects to outdoor units only.
® Able to install this controller after building decoration.
@ 1 Controller can control max. 64 indoor units.

® Mode lock function, user can lock the running mode of indoor unit.

Indoor unit operation state
il

Indoor unit control order

@ Available on iOS and Android
® Single unit controller or group control

® Weekly schedule management

® 64 indoor unit can be controlled

@ Operation parameter enquiry

® Remote control via cloud server
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Touch Screen Centralized Controller BMS Gateway

® Build in WIFI modular

i , Vv % ® BACnet gateway
® Buidipiosons pRipec v S = Verified by BACnet International, fully compatible with all BACnet protocol product
® Weekly schedule management ® Modbus gateway
_ ) il Outdoor unit built in with Modbus gateway can be customized
@ Operation parameter equiry : E— \

@ User friendly Ul design

. BMS/BAS System | Gateways CMV systems

RS485 .

CMV-NET Control Software

@ Honeywell

@ Billing function ® Siemens
® Operating report output |
® Schedule management ¢S ® Johnson controls
® 1024 indoor unit can LW : ® Fic--- \ ......

be connected S— " .' \ e !

g _
B - o i e G Doctor Kit Pro
Through VPN

IP/Ethernet

System includes: ® Operating status, error codes inquiry.
® CMV-NET Software :
® NCC Gatévidy Device @ Cnmgressnrs,. Sensors, vallves operating parameter.
@ CMV VRF System real-time monitored and display.
@® Softdog ® Commissioning results can be reported.

® Built-in with troubleshooting instruction.

Local PC 3

_______________________ L
>
CMV VRF units
=
.':1-. d -E--T‘ -
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PROJECTS

@ Chigo AHU connection kit is an interface to allow 3rd
party manufacturer's AHU connecting to Chigo VRF
outdoor units.

® 4 basic modules: SHP/10HP/20HP/30HP

@ Can be combined into bigger capacity.

.
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)
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CMV outdoor unit

® DX type AHU
AHU kit ® Other supplier’s indoor units

L

e |

)
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RUSSIA 2018

- Nizhny Novgorod Stadium, Important venue of the 2018 Russian World Cup, total VRF capacity 1600KW.

GUANGDONG CHIGO HEATING & VENTILATION EQUIPMENT CO.LTD. 6?1"68
HTTP.//MWW.CHIGO-CAC.COM



